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rable. 1: Thistable add EBnet to existing F& PRS ESN-0006 requirement asidentified in the 03/14/97 baseline version of the

RTM database.

req_source i |[requirement_ | req title ccr text

d key

ESN-0006 1463 NSI and ESN shall interface with EBnet and NSI to reach all external non-
EBnet ECS network-attached facilities and science users.
interface

rable. 2: Thistable add EBnet to existing RbR ESN-0006#B requirement asidentified in the 03/14/97 baseline version of the

RTM database.
RbR_id| RbR_ | segment_ | req type |s ver_ S ver_ a ver a ver req text
key allocation method | status method status | category
ESN- 8535 | CSMS functional | analysis | un- analysis | un- mission
0006#B verified verified | essential ESN shall interface with EBnet and NSI to reach all
external non-ECS network-attached facilities and
science Users.

fable. 3: Thistableidentifies modification to existing ISS L4 C-1SS-21195 asidentified in the 03/14/97 baseline version of the

RTM database.
L4id req |re |reg_type | req_status|ver_ ver_stat | CCR | clarification | text
_ method | us
key
C-1S5-21195 BO | functional | approved test unverified | 97- The ISS shall provide for connectivity with EBnet
1287 | B1 322A at the JPL DAAC.
2

rable. 4: Adding new links to ESN-0006#B

RbR-id L4-id
ESN-0006#B C-1SS5-11195
ESN-0006#B C-1SS-21195




